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1. Introduction and access

PHE manager WEB software has been developed to answer to the needs of a large amount and different types of
customers. To better answer to specific needs, some functions may not be available for the assigned profile.

This document is a general user guide of PHE manager WEB software.

WARNING: For all versions, checking of CHEMICAL COMPATIBILITY between fluids and materials of construction
is on user charge! Contact us for support.

= Connect to https://phemanager.cipriani-phe.com/#/login and sign in with the email and password given.
= |nthe next page, read and accept the license agreement and the Privacy Statement and press the Save&Continue
button.

Please Sign In

Login (email)
Login
Password

Password

LICENSE AGREEMENT FOR CIPRIANI PHE SRL TECHNICAL SOFTWARE "PHE manager"”

IMPORTANT READ CAREFULLY

This License Agreement is a legal agreement between yvou (either an individual or a single entity) and CIPRIANI PHE SRL for
the CIPRIANI PHE SRL software products identified above.

By installing, copying, or otherwise using the SOFTWARE PRODUCT, you agree to be bound by the terms of this License.

If you do not agree to the terms of this License, do not install, copy. or use the SOFTWARE PRODUCT.

SOFTWARE PRODUCT LICENSE

The SOFTWARE PRODUCT is protected by copyright laws and international copyright treaties, as well as other intellectual
property laws and treaties.

The SOFTWARE PRODUCT is licensed, not sold or given.

1. LICENSE CONCESSION

This license grants you the following non-exclusive and non-perpetual rights:

* Software Product. You may install and use the enclosed SOFTWARE PRODUCT on any number of your computers.
* No distribution rights. This license does not include distribution rigths.

* No rights to use the name CIPRIANI PHE SRL

DAgree

["]1 confirm that | have read the data processing information statement , under of Regulation (UE)
679/2016

Confermo di aver preso visione dell'informativa sul trattamento dei dati, ai sensi dell'art. 13 del Reg. UE
679/2016.

["]1 consent to data processing for activities of direct marketing, as per the personal data processing
information statement, point 2 d)

Acconsento al trattamento dati per finalita d), attivita di marketing diretto dell'informativa per il
trattamento dei dati personali.

LOGOUT
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2. Homepage

The starting window is a sort of menu that allows you to browse quickly within the software. In this page is possible
to select the language, insert User’s data and log out (1), quickly start a project for liquid-liquid or vapor-liquid
applications (2) or browse through the other functions by means of the dedicated menu (3).

Phe, Fluido Fluido B English . demo@cipriani.it

5 PHEmanager =

software

New Project
D Open saved projects
Offer management

Customer Management

FLUIDS TOOL

[l Exchan
ge

CIPRIANI, for good
[y e

User’s data (1):

In the drop-down menu, it is possible to open a form to insert the email and the telephone number shown inside
offer printout. If those are let blank, the email in the offer printout will be the one used to register the user, while

the telephone number will not appear.

& English . demo@ciprianLit
Email
Account Gasketed Plate Heat Exchanger
test@email.com
Privacy N Datasheet
/'Phcr'e number
User data 123456789
Logout Item : 1
Cancel n Date : 311712022
Your contact
B ==Ustomer rererence . 1 email : test@email.com
Model : SE 0020+ Phone number 123456789
OPERATING CONDITION COLD SIDE HOT SIDE
Fluids Water Water
Inlet flow rates I's 243 245 5
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3. New project
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To create a new project, click on the “liquid” or “steam” icon or press “New project” on the left side menu.
The side menu allows you to recall previous projects using the “recent projects” tab.

D),

liquid

Once the desired application (liquid-liquid or vapor-liquid) is selected, the thermal configuration page will open.

PHEManager =

New Project

D Open saved projects

Offer management

Customer Management

FLUIDS TOOL

Active offer

Exchange
for good

Phe, Fluido Fluido

B English . demo@cipriani.it

Selection

Calculation mode

Standard Mode

Type of PHE

GPHE (Gasketed)
Design standard

PED 2014/68/EU
Product line

Standard
Design pressure (PS)

10 bar

Design temperature (TS)

°C 80
Plates material

AISI 316L (EN 1.4404)
Gaskets material

NBR

Frame material

Capacity kw
Total oversizing

Heat transfert area m*

Heat transfer coeff. (calc. / req.)

LMTD

Fouling factor (calc)

W/(m? K] (2)

g

m? K)/W

Qmon steel ( :I'U

All rights reserved. No part of this manual may be reproduced, stored, or transmitted in any form or by any means
(electronic, mechanical, photocopying, recording, or otherwise) without the written permission of the rights holder.

COLD SIDE HOT SIDE

Fluid Water Fluid Water
Fluid flow rate /s Fluid flow rate i
INLET temperature °C 50 INLET temperature < 80
OUTLET temperature °C 60 OUTLET temperature c 70
Pressure drop (req. / calc) kPa 50 Pressure drop (req. / calc.) kPa 50
Operating pressure bar G Operating pressure bar G 5
Qﬂmg factor (required) (m? KW Fouling factor (required) (m* KV 0 (3))

Fixed No. of passes 1 Fixed No. of passes 1
Pressure drop filter %~ 0 Pressure drop filter % 0

Price filter % o 0 Total oversizing (req) % - 0

8 CALCULATE
5di21
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3.1.Product configuration (1)
A. Calculation type:

a. Selection: allows PHE manager software select the list of PHE able to best satisfy the required input data
(including thermal pattern and required pressure drops, but also PS, TS, plates materials and thickness,
gaskets materials). The software according to input data sets product configuration automatically. In most
cases, “Selection” mode is the correct calculation mode you should use to make a quotation.

b. Checking: to check how an existing PHE (code) satisfies the required input data. Product configuration
has to be set manually.

c. Simulation: to evaluate actual outlet temperatures and capacity given by an existing PHE (code) by giving
as an input the inlet temperatures and flow rates. Product configuration has to be set manually.

B. Type of PHE:

a. GPHE: Gasketed plate heat exchanger.
b. BPHE: Brazed plate heat exchanger.

C. Design standard:

a. PED 2014/68/EU: Mandatory for all PHE supplied in EU

D. Product line:

Standard: No specific compliance or certification.

Industrial: Include more specific configurations (this product line is not always available).
ACS: Attestation de Conformité Sanitaire (valid in France).

Double-wall: double-wall plate product line.

o0 oTow

E. Design Pressure (PS), Design Temperature (TS):

a. These are design data/customer’s requirements usually indicated in the offer request, tender or technical
specification. These are used by the software, among other things, to determine the PED 2014/68/EU
classification.

F. Plates, gaskets and frame materials:

a. ltispossible to select different materials for gaskets, plates or frames. According to the TS selected, some gaskets
materials might not be available. In “Selection” mode, PHE manager WEB software will automatically chose the
thinnest plates available.

b. The 8@ resmaerial filter, if unticked, disable the plates material filter: all materials will be shown in the selection list.
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3.2.Product parameters (2)

In this menu is possible to select the thermal power and to visualize some parameters (total oversizing, heat transfer
area, heat transfer coefficient, LMTD and fouling factor) of the selected PHE.

3.3.Thermal program (3)
A. Fluid selection:

a. When selecting a fluid, type the initial letter to enable the quick finder. PHE manager WEB will show
you the first fluid with that specific initial letter. Press the initial letter to move through the list then
press “Enter” to select the desired one.

B. Insert thermal pattern:

a. Insert required thermal pattern: 5 inputs are required (+ required pressure drops on both sides). Most
commonly used parameters combinations are:

e Capacity + Inlet & Outlet Temperatures on both sides of the PHE + required pressure drops on
both sides.

e Capacity + Inlet Temperatures & Flow Rates on both sides of the PHE + required pressure drops
on both sides.

e Inlet & Outlet Temperatures on both sides of the PHE + Flow Rate on one side + required pressure
drops on both sides.

b. Operating pressures: actual service pressure inside each circuit.
c. Fouling factor: Default value of fouling factor between the plates is 0. If a specific fouling factor is required,
you can add and it will be considered in the calculation.

All the parameters could be inserted by using the different units of measurement selecting them from the
drop-down menu. Pressure, for example, is measured by default in kPa, but could be measured in bagG (gauge)
or in mcH20 (meters of water) or in PSI (pound-force per Square Inch). Changing the units of measurement,
selections can be adapted to different requirements of where the PHEs are installed.

On first access to the software, common units of measurement are used by default. If different units should
be used, you can change them from the drop-down menu and calculate the solutions. When the first projects
with the new units of measurement is saved, the software retain the units selections and them became the
new defaults units on the next projects.
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3.4.0thers parameters (4)

A. Insert other parameters:

a. Fixed number of Passes: if flagged, PHE manager WEB software will offer solutions with the specified
number of passes. Default value is 1 but, if needed, you can also fix a different No. of passes (up to 5).
Remove the flag to view all possible solutions.

b. Pressure drop filter: if flagged, PHE manager WEB software will offer solutions with pressure drops
exceeding the required pressure drops up to the indicated value (% vs. required value).

c.  Price filter: if flagged, PHE manager WEB software will offer solutions with price exceeding the cheapest
solution up to the indicated value (% vs. best solution price).

d. Minimum oversizing: if=0 (default value) PHE manager WEB software will offer the minimum possible
oversizing value (ideal=0); if>0, PHE manager WEB software will offer solutions with oversizing exceeding
the best solution. Minimum oversizing value proposed in this case is the indicated value (%).

3.5. Calculation

Click on “CALCULATE” to obtain solutions.

AlISI 316L (EN 200x320x 25

0040+A 100 DN32/J-) 1-1 33 04 127 17132 4662

1704 0 04
IS1 316L (EN 310x 678 x40
1 4 452 4
1402) 8
AISI 316L (EN 310x 678 x40
1952.80 0070+A 100 DNS50 /J-) 1-1 17 04 116 20079 4220 4255
14402) 8
6L (EN 385x 729 x40
2040.60 0110+8 0 DN65 / J-} 1-1 7 04 0.59 19.28 25.06
AISI 316L (EN 200 x 755 x 35 -
204630 00R0+A 100 NN32 /11 1-1 45 04 248 54050 4807 4900
€ BACK B CALCULATE [ EXPORT CSV

3.6.Choosing the solution
A. Choose your favorite solution in the list of offered solutions:

e PHE manager software will offer a list of PHE capable to satisfy required input parameters.

e The list of solutions is provided in ascending price order.

e The selected solution is highlighted in light blue;

e Solutions with warnings are highlighted in yellow and the warning can be visualized with the triangle icon
that appears in the last column. The warning does not prevent the selection of the PHE, but gives additional
informations to further improve the PHE efficiency and reliability, when needed. When there are conditions
that prevent the PHE selection, the list will be blank and a message inform the user about the problem.

8di21
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By moving through the list with the mouse, details for each solution are shown.
Click on the folder icon in the last column to go on with the configuration.

After the selection of a PHE, the grey cells are automatically filled with the values calculated by the software:

calc._Kreq.

Total oversizing: K - 100, where K_4;.. is the global heat transfer coefficient of the selected PHE,

req.
and Ky, the global heat transfer coefficient required by the thermal program.
Heat transfer coefficient (calculated/required)
LMTD: Logarithmic mean temperature difference
Fouling factor calculated
Pressure drop into connections
Fluid velocity into connections
Fluid velocity into channel
Reynolds number into channel
Shear stress: expressed in Pascal (Pa), it is the shear force generated by the moving fluid. A high shear stress
helps prevent fouling and is an indication of high thermal efficiency. Practical advice: if possible, do not drop

below 25 Pa; ideally, it should remain above 50 Pa.

3.7.Checking mode

Once a solution is selected, PHE manager software automaticaly sets in “Checking” mode .
In this calculation mode, if necessary, you can modify product configuration (e.g. change No. of plates or plates
material or plates thickness) to otimize the solution.

Calculation type

Calculation mode

Type of PHE

Design standard

Product line

Design pressure (PS)

Gaskets material

Frame material

7 Capadity KW 100 100 Heat tranfer coeff. (calc. / req) W/m? K) 10674 3934
Total oversizing % 171,32 LMTD °C 50
Heat transert area m? 128 Fouling factor (calc.) (m? KW 0,00016051

COLD SIDE HOT SIDE

Fluid Water Fluid Water
Fluid flow rate m’/h 87317 AT ED m/r 88072
INLET temperature °c 50 50 INLET temperature °C 80 80
OUTLET temperature < 50 60 OUTLET temperature C 70 70
Pressure drop (req. / calc) kPa 50 4662 Pressure drop (req. / calc.) kPa 50 480
Operating pressure bar G ° Operating pressure bar G 5

N £ Fouling factor (required) (m* KW 0 Fouling factor (required) (m? KW 0
Pressure drop (connections) kPa 7.0361 Pressure drop (connections) kPa 7.0795
Fluid velocity (connections) m/s 26715 Fluid velocity (connections) m/s 2,6946
Fluid velocity (channel) m/s 0,557 Fluid velocity (channel) m/s 0.5618
Reynolds 5229 Reynolds 6959
Heat transfer coefficient W/(m® K) 31297 Heat transfer coefficient W(m? K) 29450
Shear stress (Not recc.<25Pa ; 12499 Shear stress (Not recc.<25Pa ; 129,25
Optimal>50Pa) Optimal>50Pa)

[ CALCULATE  [R)EXPORT CSV

€BACK

Once completed the optimization job, click on “Next” to go on with the quotation.
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3.8. PHE quotation

Once that the PHE is selected and confirmed, the quotation page is opened. In this page it is possible to add options,
accessories and select the connections.

e All options and accessories available for selected model are listed and quoted.

e Click on connections code to obtain the complete list of connections available for selected model.

e Accessories are automatically filtered in order to match the PHE selected and the operating
conditions. However full compatibility of accessories may not always be guaranteed. Some
exceptions: stud bolts are not always suitable with all the connections (e.g threaded connections)
and plate pack protection are not useful if thermal insulation is fitted.

e Flag desired accessories to add them to the quotation.

e Add a discount, if necessary.

OPTIONS / ACCESSORIES

PLATE HEAT EXCHANGER (Connections incl.)

SE70020+027A00PNPVOLTT €829.80
PORTS (ot side / cold side) 13 Threaded nozzles AlS! 316 / Threaded nozzles AlS! 316 B €89,80
% increase of plates number for future extensions of plates' pack Réq axtension: 27p-

(Frame max: 29p.)

OPTIONS

[ AISI 304 tightening bolts €75,00
AlS| 304 tightening bolts with brass nuts €144,00
AlS| 304 guiding bars €129,00
Special coating / RAL 5003 €9530

ACCESSORIES

( Thermal insulation FL (-10°C / +110°C) €159,00
( Thermal insulation TF ( Q) €227,00
( Plate pack protection sheet (AlS| €293,00
(
(
(

Drip tray with drainage (AIS] 304) €231,00

Brackets (galvanized carbon steel) €87,60
No. 4 carbon steel counter-flanges (bolts included) €175,00
Nameplate in stainless steel €216,00
Hydraulic pressure test (without drying) €388,00
0
C 0
= 0
TOTAL LIST PRICE DISCOUNT NET PRICE
Plate Heat Exchanger (Options incl) €829,80 ) 2208
Accessories €0,00 0 o
PLATE HEAT EXCHANGER + ACCESSORIES €829,80 [ 8208
REMARKS
€BACK BSAE  @ADDTOOFFER & NEXT

Extended frame option:

This option permit to verify future expansions of plates’ pack and to extend, if necessary, the frame length.

The drop-down menu select the desired % of increase of the installed number of plates for future pack expansions.
The software, if necessary, automatically select a longer frame to satisfy the selected value and update prices and
accessories accordingly. Every frame length change is reported by a warning message.

Note: this options does not change the number of installed plates, but only the capacity of add more plates in the
future. The maximum number of plates that the frame can hold is change accordingly. It is only permit to change to
the immediately following frame length.

PLATE HEAT EXCHANGER (Connections incl.)

SE#0020+027A00PNUVOJI11 €838,80

PORTS (hot side / cold side) J): Threaded nozzles AlSI 316 / Threaded nozzles AISI 316 $ €89,80

ions of plates' pack 20% 4 Req. extension: 33p.
ces, 4 s e (Frame max: 49p.)
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After adding options and accessories, save, add to an offer or print the project.
1. Saving the project

If necessary, save the project by clicking on “save”. Specify item, customer reference and select the customer from
the drop-down menu.

Set print data

il ﬂ

2. Add to an offer

The “add to offer” button add the current project to a new offer, an existing offer or the active offer.

ADD TO OFFER =

a. New offer: open the offer management with a new offer. Save to add the project to a new offer after
inserting all the necessary data.

SHOW OFFERS x
OFFER
(=
MANAGEMENT
OFFER DATA PRICES AND DISCOUNTS
Offer number Customer = TOTALNET PRICE[6]: | 118800
oste: 08/03/2023 a | eament:

Offer
description

RDO: Del

Notes Trasportation PRINT PRICES

cost (8]

Offer validity
[days]:

TOT. NET PRICE

OFFER MANAGEMENT

Unit Price TOT.Price  Discount Discount  Unit NET  TOT. NET
item  Model Description € aty ] PHE Accessories Gl [G]
demo SE£0040+033A00PNPVOU11 demo 118800 1 118800 000 000 118300 11es00 S B2 ISH IS
11di21
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b. Existing offer: select the offer from the existing offers list and click on “ok” in order to add the project to
the selected offer.

ADD TO EXISTING OFFER

OFFERS

Filter| Type and click the magnifying glass to s¢ % Q

ylid Offer number :
40174

40173

40172

Offer description :

Perpage | 30

8/3/2023

pany name

1.188,00
1.188,00
1.188,00
1.188,00
0,00

Total offer net price [€] :

Public

SRS RS

c. Active offer: add the project to a previous offer selected as active.

3. Replace in offer

The “replace in offer” button, it is possible to replace an item inside the active offer with the selected one, by pressing
the = button inside the offer item to be replaced.

Item Model

demo SE#0040+033A00PNPVOJ11 demo

Description Unit Price [€] Qty TOT. Price [€] Discount PHE Discount Accessories Unit NET [€] TOT. NET [€]

1.188,00

1 1.188,00

0.00 0.00

OFFER MANAGEMENT

1.188,00 1.188,00 =

4. Print the project

By clicking on “Next”, it is possible to print the project after inserting the print data required and the customer
selected from the menu.

Set print data

conet ﬂ
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Once saved, the project print will open in a new tab on the browser (popup).

, . iz > ~ Bl o s Bl = o
Print layouts o M

Language
— A
Dt
Datasheet English
- Exchange French
Datasheet (complete) for good German
Spanish
Specification yKpalHCKWi
Customer Item
Customer contact Date 52012022
Export PDF Customer reference email test@email com
Model SE 0070+ Phone number 123456789
Export WORD OPERATING CONDITION COLD SIDE H?T SIDE
Fluids ‘Water Waler
Inlet flow rates m¥h 873 881 mh
INLET temperatures ‘c 500 800 *c
OUTLET temperatures < 600 700 <
Pressure drop (calc.) KPa 26.89 26.87 kPa
Operating pressure bar G 5.000 5.000 bar G
Capacity KW 100.00
Total oversizing % 1331
FLUID PROPERTIES
Density Kkgim® 98591 975.06
Specific heat capacity Jiikg K 4182 4192
Thermal conductivity WimK) 0649 0.667
Dynamic viscosity cP 05041 03779
PRODUCT CONFIGURATION
Frame material Carbon steel
Plates (material / thickness. AISI 316L (EN 1.4404) /0.4 mm
Gaskets (material / type) NER / Glue-free Plug-in® design
Connections size DN50 DN50
Connections type Threaded nozzles Threaded nozzles
Connections matenal AISI 316 AlSI 316
Fluids position (inlet -> outlet) Fi->F4 F1->F2
No of passes 1 1
Relative directions of fi Counter Current
Max. number of piates allowed on frame a
DESIGN
Design standard PED 20T48EU
PED risk category At 43(Gr.2-L)
Pressure (design / test) bar 10/15
Temperature (min / design C 0/80

Volume (each side’ 1 13 13
Soecic comoliance and certiication -

In the left menu, it is possible to select what will be shown: datasheet, complete datasheet or the specification.
It is also possible to export in PDF or Word format the printout.

At the end of the project print page, there is a internal technical string useful to manage the orders:

e Software version;
e List Price validity;
e User profile;

e User code string.

https:/iwww.cipriani-phe.com/ info@cipriani-phe.com

PHE manager software W1.0 - 190722 - TIE1110 - C - 6fcbd1623-b362-4588-a8c2-aTGeefl2alald
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Important: if popups are blocked, the selection data sheet preview will fail. Is necessary to allow the

popups in your browser.

e Using Chrome, if the popup is blocked click on the icon on the upper right of the window and

select “Always allow popups from ...”.

X
Pop-ups blocked: -

« http://91.241.86.166/...en-US&showTransld=false

WO Always allow pop-ups and redirects from 3934

https://phemanager.cipriani-phe.com

Continue blocking

= =

factor |

14 di21
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e In Microsoft Edge, press on the icon with three dots “...” in the upper right menu and select

“settings”.

O san X -+ - o X
New window

New InPrivate window
Zoom — 100% +

Find on page

Print

Pin to Start

F12 Developer Tools

Open with Internet Explorer

Send feedback

Select “Privacy and security” and turn “Block Popups” to OFF.

g Privacy & security &

# General

. . @ on
8 Privacy & security
Clear Bing search history

b Q Passwords & autofill
Use page prediction

3% Advanced This speeds up browsing, improves reading, and
makes your overall experience better

I @ o

Security

Block pop-ups

@ off

Windows Defender SmartScreen

Help protect me from malicious sites and
‘il downloads with Windows Defender SmartScreen

@ on
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In the print page, you can select the following three different print layouts from the left side menu:
e Compact datasheet + drawing;

e Complete datasheet + drawing (if available to the current profile);
e Specification

It is also possible to export the print layout by clicking on “Export Word” and “Export PDF”.
Print language can be changed from the right side menu.

3.9.0pen saved project

From the left side menu, it is possible to open the projects previously saved by clicking the dedicated button.

In this page are shown all the project saved by the user or user of the same company. The projects can be opened,
deleted or modified.

The projects can be filtered in the drop-down menu and the filter.

EE english . demo@cipriant.it

Select folder: Phe, FluidoFluido

© NewProject
Filter.

D Open saved projects

Drag a column header and drop it here to group by that column
@ Offer management

Project Id Md File name: Date: By User Company

& Customer Management

& FLUIDS TOOL ;i;b:;;z;i:jao 8 373 09:50 - Apr. 07, 2020 Cipriani interno # Open X Delete

@ Adeofir zsgfgzg’ifbgfd 8 [New Project] 12:45 - Apr. 08, 2020 Cipriani Inteno 7 Open X Deite
;::i:;:zgié‘;f 3 20040340 14:00(- Apr. 03, 2020 Cipriani Interno / open X Deete
Zz;;?ﬁ;;:jﬁéf 8 20040339 13:58 - Apr. 03, 2020 Cipriani interno # Open X Deete
zz;ﬁz:uﬂizs’sg 8 20040238 13:55 - Apr. 03, 2020 Cipriani interno 7 Open X Delete
:ddbiif;:;:;a 8 20040337 13:46 - Apr. 03, 2020 Cipriani Interno 7 open X Deme
Z;la—w ;ii:::;bb s 20040336 1338 - Apr. 03, 2020 Cipriani Interno F Open X Deee
;z;iiz;:;:z:i; 3 20040335 13:36 - Apr. 03, 2020 Cipriani interno / Open X Delte

--: 3 4 5 6 7 8 9 > o 1-100f 131items

w Exchange
lh' for good
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4. Offer management

From the left side menu, it is possible to open the “Offer management” page by clicking the dedicated button.
All the offers created by the user or user of the same company are shown in this page.
Here it is possible to visualize, export or create new offers.

vid p Company name Reference : Total offer net price (€] Public
0175 118800 v ¢ @ e
174 v s & 0
73 v 7 & ®
072 118800 v 7 @ o
0171 118800 v , @® °
= 0 v P 0

Exchange
for good

The menu (1) can be used to:

a. Create new offers: to create a new offer after inserting all the data required and the customer from the
customer list. Different prices can be shown in printing page. Here it is possible to save, print or selected the
current offer as active.

If the public flag is selected, the offer is visible and editable by all the users inside the same company.

OFFER MANAGEMENT @ ru
OFFER DATA PRICES AND DISCOUNTS

ofer number Customer & TOTAL N

TOTAL OFFER NET PRICE [€] 118800

Notes Trasportation cost [€] PRINT PRICES

B Unit LIST PRICE

Ofter validity [days] Unit NET PRICE
TOT. LIST PRICE
€ TOT. NET PRICE
OFFER MANAGEMENT
Item  Model Description UnitPrice [€]  Qty TOT. Price [€] Discount PHE Discount Accessories Unit NET [€] TOT. NET [€]
demo  SE#0040+033A00PNPVOLT1 demo 118800 1 1.188,00 0200 000 1.188,00 118800 [ ’ Y o
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b. Set as active offer: to set the current offer as active, letting the user to quickly insert the project in this offer
(see sec. 3.8.B.c).

c. Export offers: to create a .csv file with the list of the offers generated.

d. Search offers: to search the offer setting the filters.

e. Setthe number of offers shown in the page, and filter quickly by name.

Each offer can be:
@
e Modified, duplicated or deleted if the user is the creator of the offer ( ‘ e ).
a @
¢ Visualized or duplicated if the user is not the creator and the offer is public ( ).
e When an offer was made before a price list update, the software warns the price are not updated and offer
to preview or do not update the prices.

A Selected offer is obsolete A

T

By pressing “Do not update”, the offer remains with old prices (every time the offer will be re-open, the
software ask to update); by pressing “Preview”, the software shows the new prices of PHE and accessories,
offering to update or not them.

Od Price: 3504.90 € — Naw Price: 4181.90 €

Od Price: 5634.90 € — New Price: 6436.90 €

e e

500 KW - Owidite 30

e |If there is a project inside the offer, it is possible to duplicate, print or delete it (only print if the creator of
the offer is different from the user that open it). Information like description, quantity or discount are shown
and can be modified.

OFFER MANAGEMENT
ltem  Model Description UnitPrice [€]  Qty TOT. Price [€] Discount PHE Discount Accessories Unit NET [€] TOT. NET [€]
1 SE#0125+039B00HNPVOL11 252210 1 252210 0.00 006 252210 252210 a o
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5. Customer management

From the left side menu, it is possible to open the “Customer management” page by clicking the dedicated button.
In this page are shown all customers created by the user or user of the same company.
Here it is possible to visualize, export or create new customers.

Customers &

Id Reference: Company name Country Phone number Note 1 Public

851 P
842 SVIZZERA v Q
846 ITALIA v Q
23 United Kingdom v Q
34 Italy v Q
35 Spain v Q
26 Italy v Q
37 Italy v Q
38 Italy v Q
39 Italy v Q
40 Italy v Q
41 Italy v Q
42 United Kingdom v Q
43 Italy v Q
44 Italy v Q
45 Italy v Q
46 Cyprus v Q
47 Switzerland v Q

The menu (1) can be used to:

a. Create new customers: to create a new customer inserting the data required. It is possible to save or clean
the page with the dedicated buttons.
If the public flag is selected, the customer is visible and editable by all the users inside the same company.

Customer

Company name
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b. Export customers: to create a .csv file with the list of the customers generated.
c. Search customers: to search the customers setting the filters.

Each customer can be:

e Modified, duplicated or deleted if the user is the creator of the customer ( _H ).
e Only visualized if the user is not the creator of the customer ().

6. Fluid tools

If available to the current profile, from the left side menu, it is possible to open the “Fluid tool” page by clicking the
dedicated button.
In this page are shown all the fluids created by the users and it is possible to modify, delete or create them.

Fuiek i [ (1)
Id Description Edit Delete

1336 Na2s04 & "

1337 Na2504 rd o

The menu (1) can be used to:
a. Update mask: to refresh the visualization after modifications.

b. Add: open the tools to create a new fluid. It is possible to add a fluid describing the behavior of the thermo-
physical parameters by points.
The required parameters are:

e Description: name of the fluid.

e Temp. Min/max: minimum and maximum allowed temperatures.
e Freezing temp.: freezing temperature of the fluid.

e Data type: type of data to insert (default: points).

e Present or not in favorites list.

e Dangerous (mandatory): G1 if dangerous, G2 if not.

e Vapor pressure > 0.5 bar temperature.

e Flash point temperature of the fluid.

On the right side, it is possible to describe the behavior of the fluid point by point, by setting thermo-physical
properties at different temperatures.
The fluid can then be saved by clicking the dedicated button.
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Flid

Details Points
Description 1D 5 Item Temperature [*C] Density [kg/m’] Specific Heat [J/(kg K) Thermal Conductivity [W/(mK)  Viscosity [Pas]

1 o 0
Description 0 0 9 0 9
B 2 [ 0 0 0 0
File name

3 0 0 0 0 0
Min temp (°C) 0

4 0 [ 0 0 0
Max temp (°C} 100

3 0 0 0 0 0
Freezing temp (C) 0 =

0 0 0 0 0

Data type Points * 7 5 3 . 5 P
in the list of favorites Non s 8 0 0 0 0 0
Dangerous (G1=yes ; G2=no) s 9 0 [ 0 0 0
Vapour pressure > 05 bar L 0 0 0 0 0
temperature

ikl 0 0 0 0 0
Flash point temperature (C

Az 0 0 0 0 0

B3 0 0 0 0 0

Temperature Density Specific Heat Thermal Conductivity Viscosity
°C kg/m® kg K) W/(m K) Pas

c. Search: to search the fluid applying some filters.
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